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Protection against wind and weather

ALIS Decking Oil No. 579 is a water resistant and an open-pored oil
for the first treatment and care of deckings and wooden facades. ALIS
Decking Qil dries quickly and refreshes wooden surfaces. It does not
chip or flake and stays smooth and easy to care for.

ALIS Decking Qil is now available in 20 different colors of which
samples are printed on the back.

For more information, in particular on the appropriate LIVOS primers,
please refer to the Technical Data Sheet which can be found on our
website: www.livos.co.uk. Do you need a personal consultation or
do you have questions about our products? Then contact us via our
hotline: +49 (0) 5825-8830. Hotline: +49(0)5825-8830.
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}42» Processing note

ALIS Decking Qil is applied with a brush on dry surfaces with two coats
on wooden decks and with three coats on wooden facades. The air
temperature should be warmer than 50 °F.

Coverage

For profiled (fluted) wood:
First coat: 1 liter is sufficient for approx. 7 m? (75 ft?), i.e. 140mi/m?2
Second coat: 1 liter is sufficient for approx. 35 m? (377 ft?), i.e. 30ml/m?

For planed wood:
First coat: 1 liter is sufficient for approx. 20-25 m? (215-269 f?), i.e. 40-50ml/m?
Second coat: 1 liter is sufficient for approx. 40-50 m? (430-538 ft?), i.e. 20-25ml/m?

For sanded wood (720-750 grain):
First coat: 1 liter is sufficient for approx. 35-50 m?(377-538 ft?), i.e. 20-30ml/m?
Second coat: 1 liter is sufficient for approx. 55-70 m? (529-753 ft?), i.e. 14-18ml/m?2
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Anti-Pollution
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579-002 farblos m colourless = incolore
incoloro m incolore m fargelos

579-022 buchshaum = boxwood = buis
boj = bosso = buksbom

579-072 eiche = oak m chéne
roble m quercia m eik

579-1122 espresso m eSpresso m espresso

579-052 brasil = brazil m brésil
brasil m brasile = brasil

579-593 larche m larch m méleze
alerce m larice m lerk

579-068 teak hell m lightteak m teck clair
teca claro m teak chiaro m lys teak
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579-554 oregon pine = oregon pine m pin d oregon
pino oregon m pino douglas = oregon furu

579-048 kastanie m chestnut m chataignier
castafio m castagno = kastanje

579-069 tabak = tobacco = tabac
tobaco = tobacco m tobakk

579-064 walnuss = dark walnut = noyer
foncénuez m noce scuro m valnott

579-101 schwarz = black = noir
negro m nero m svart
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579-439 bongossi = bongoss = bongossi
azobé m bongossi = bongossi

579-212 lichtgrau = light grey = gris clair
grisalba m grigio chiaro m lysegra
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979-922 silbergrau m silver grey m gris argent
gris plateado = argento-grigio m sglvgra

579-794 achatgrau = agate grey = gris agate
gris 4gata m agatgrd

579-1125 sesam m sesame m Sésame
$6Samo m $esamo m Sesamfrg

579-748 schiefergrau = slate grey m gris ardoise
pizarraoscuro m skifergrd

579 -1124 grauweide = grey willow = saule cendré 579-1126 sienna = sienna = terre de sienne

sauce ceniciento m salice di cenere m gra pil tierre de siena = terra di siena = sienna

*Gekennzeichnete Farbtne nur fiir den Innenbereich. Die Farbttne kdnnen drucktechnisch bedingt vom Original abweichen. = *Marked colors, only for the interior. Due to typographical differences, the color tones
can be different from the original. = *Teintes utilisables uniquement a I'intérieur. Pour des raisons d‘impression, I‘exactitude de la reproduction des couleurs ne peut étre garantie. = *Los colores marcados s6lo
adecuados para el uso en interiores. Los colores pueden variar con respecto del original, debido a la técnica de impresion.




